GENERAL CONSTRUCTION NOTES
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PAVING AND STORM SEWERS FHWA REG.  [ILLINOIS|PROJECT M-8003(975)
CONTRACT NO. 63136
THE LATEST EDITIONS OF THE "STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION®, THE
"SUPPLEMENTAL SPECIFICATIONS AND RECURRING SPECIAL PROVISIONS”, PREPARED BY THE ILLINOIS
DEPARTMEN R RTATIO ” F F DEVICES” SHALL
e R ASSOCTATED WITH THIE PROUEGT OF UNFORM TRAFFIC GONTROL HA SUMMARY OF QUANTITIES
CARE_IN EXCAVATION
CARE SHALL BE EXERCISED BY THE CONTRACTOR IN CARRYING OUT EARTH AND/OR TRENCHING
OPERATIONS SO THAT LOCAL SERVICES, WATER VALVES, MANHOLES, CATCH BASINS, INLETS, BUFFALO -
BOXES, AND OTHER STRUCTURES ARE NOT DAMAGED OR REMOVED. ANY DAMAGE DONE BY THE Construction
CONTRACTOR, WHETHER THE STRUCTURE OR SERVICE IS VISIBLE AT THE GROUND SURFACE OR NOT,
SHALL BE REPAIRED OR REPLACED BY THE CONTRACTOR AS REQUIRED BY THE ENGINEER AT THE Code
CONTRACTOR'S EXPENSE, AND NO ADDITIONAL COMPENSATION WILL BE ALLOWED.
item 1000
(0 TS STATG CTCTON e SOUTCTOR S T T Sels o e e S T
PUBLIC AND PRIVATE UTILITIES SO THAT ARRANGEMENTS CAN BE MADE TO LOCATE THEIR VARIOUS 21101605 [TOPSOIL FURNISH AND PLACE, 2 SQ YD 2300
FACILITIES WITHIN THE LIMITS OF CONSTRUCTION UNDER THIS CONTRACT, AS WELL AS TO PROVIDE 25000110 |SEEDING, CLASS 1A ACRE 0.1
7O SERNE THE ACTUAL LOGATON.OF ACL SUCH FHOLITES W THE RELD. | o oo 25000400 [NITROGEN FERTILIZER NUTRIENT POUND | 100
. 25000500 [PHOSPHORUS FERTILIZER NUTRIENT POUND 10.0
BARRICADES AND WARNING SIGNS SHALL BE PROVIDED IN. ACCORDANCE WITH ARTICLE 107.14 OF THE 25000600 [POTASSIUM FERTILIZER NUTRIENT POUND 10.0
“STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION”. ADEQUATE LIGHTING SHALL BE
MAINTAINED FROM DUSK TO DAWN AT ALL LOCATIONS WHERE CONSTRUCTION OPERATIONS WARRANT,
OR AS DESIGNATED BY THE ENGINEER. 25100630 |EROSION CONTROL BLANKET SQYD 3099
40600200  |BITUMINOUS MATERIALS (PRIME COAT) TON 7
Sl 8 it TR LG el Totehe S afoules BY R sl B oo 40600000 _JACGREGATE CRIME CoMT LG B
ALOWED. 1N ADDITION, ALL VAL BOXES THAT INTERFERE WITH CONSTRUCTION SHALL BE SMILARLY 40600895 |CONSTRUCTION TEST STRIP EACH 1
RELOCATED AT NO ADDITIONAL COST IN' ACCORDANCE WITH ARTICLES 107.20 AND 107.21 OF THE 40600982 |HOT-MIX ASPHALT SURFACE REMOVAL - BUTT JOINT SQYD 185
STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE -CONSTRUCTION”.
SPECIAL ATTENTION IS DRAWN TO ARTICLE 105.06 OF THE "STANDARD SPECIFICATIONS FOR ROAD 40603335 JHOT-MIXASPHALT SURFACE COURSE, MIX'D', NSO TON 1360
N Ll X "
éﬂgggﬁ%cﬁpg?ﬁwﬂé"'é; gf::,g, sTEQU’REi T”%fa’%"f?“??&%%z H ggr_ Tﬁgcfﬁgﬁﬁ"}”& worc 40800050 [INCIDENTAL HOT-MIX ASPHALT SURFACING TON 30
N TE AT , IRRE
SET e ey Gl B ikl G EROHG b Dotk THoNS e T 400183 [T MX ASPHALT SURFAGE REMOVAL. T~ —1"5a¥p |77
] - , 1 sSQYD 15713
BE RE OF
A B B oA oA oA O PALURE 1o, COMPLY WIH TS PROVISION WILL RESULT I A 44000198 [HOT-MIX ASPHALT SURFACE REMOVAL, VARIABLE DEPTH SQ YD 168
SUSPENSION OF WORK AS PROVIDED IN ARTICLE 108.07.
£ RO L \ ABUT THE PROPOSED 44000200 |DRIVEWAY PAVEMENT REMOVAL SQYD 58
ENT TYP S OR NT Ic -
T e L e, S E R S T SRl e R e a2
o BT ENT FOn SAWING SHALL BE INGLUDED I THE COST FOR HE REMOVAL OF EACH ITEM, 44201781 |CLASS D PATCHES, TYPE Ill, 11 INCH SQ YD 66
A A o R ot IRk TAL 16 T PATCNG ITEM 44201783 |CLASS D PATCHES, TYPE IV, 11INCH SQ YD 2017
67100100 JMOBILIZATION L.SUM 1
BARRICADES: THE CONTRACTOR SHALL PROVIDE AND INSTALL TWO (2) WEIGHTED SAND BAGS ON EACH 70102620 |TRAFFIC CONTROL AND PROTECTION, STANDARD 701501 L.SUM 1
TYPE | OR TYPE Il BARRICADE USED ONE (1) WEIGHTED SAND BAG ACROSS EACH BOTTOM RAIL. 6106800 |CHANGEABLE MESSAGE SIGN CAL N0
WHEN MILLED PAVEMENT IS OPEN TO TRAFFIC THE MAXIMUM GRADE DIFFERENTIAL BETWEEN PASSES. OF THE 2
MM EHE SN 01 CCED LI/ NS W e S WL ML e R T PAVEHENT WA FooT |22
MAXIMUM GRADE DIFFERENTIAL OF 3 INCHES MAY BE ALLOWED IF THE EDGE OF THE MILLING IS SLOPED A 70301000 JWORK ZONE PAVEMENT MARKING REMOVAL SQFT 256
MINIMUM 1:3 (V:H). %] 78000100 |THERMOPLASTIC PAVEMENT MARKING - LETTERS AND SYMBOLS SQFT 151
BUTT JOINTS WILL BE INSTALLED AT THE ENDS OF ALL RESURFACING (WHERE RESURFACING MEETS
BTG AT, I AR DA T e Shtomy D HOT-MX ASPHALT TAPER DETALS %*|78000200 |THERMOPLASTIC PAVEMENT MARKING - LINE 4" FOOT 19240
THE CONTRACTOR SHALL COMPLY WITH AND OBSERVE THE RULES AND REGULATIONS OF O.SHA AND %/78000400 |THERMOPLASTIC PAVEMENT MARKING - LINE 6" FOOT 356
Al ARDI| N ACTOR, EN " i "
e e RoRONSIoLE FOR THER OWN RESPECTIVE AGENTS AND. EMPLOVEES. /78000600 | THERMOPLASTIC PAVEMENT MARKING - LINE 12 FOOT 196
THE ENGINEER AND OWNER ARE NOT RESPONSIBLE FOR THE CONSTRUCTION MEANS, METHODS 78000650 JTHERMOPLASTIC PAVEMENT MARKING - LINE 247 FOOT 104
TECHNIQUES, SEQUENCES OR PROCEDURES, TME OF PERFORMANCE, PROGRAMS, OR FOR ANY SAFETY © %78001110 |PAINT PAVEMENT MARKING - LINE 4" FOOT 588
PRECAUTIONS USED BY THE CONTRACTOR. THE GONTRACTOR IS SOLELY RESPONSIBLE FOR EXECUTION OF
HIS WORK IN ACCORDANCE WITH THE DOCUMENTS AND SPECIFICATIONS.
ALL ITEMS ASSOCIATED WITH CURB AND GUTTER, DRIVEWAYS AND PATCHING WILL NOT EXCEED THE 78300200 |RAISED REFLECTIVE PAVEMENT MARKER REMOVAL EACH 71
QUANTITIES LISTED IN THE SUMMARY OF QUANTITIES. X4067107 |POLYMERIZED LEVELING BINDER (MACHINE METHOD),. IL-4.75, N50 TON 906
¥1X0006257 |RECESSED REFLECTIVE PAVEMENT MARKER EACH 116
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